
 

HPE 535T - Netzwerkadapter 2 - 10 GigE -
für Nimble Storage dHCI Small Solution
with HPE ProLiant DL360 Gen10

ProLiant DL360 Gen10

Gruppe Zubehör Server

Hersteller HPE

Hersteller Art. Nr. 813661-B21

EAN/UPC 4514953882775

 

Beschreibung

HPE 535T - Netzwerkadapter 2 - 10 GigE - für Nimble Storage dHCI Small Solution with HPE ProLiant DL360 Gen10; ProLiant
DL360 Gen10 

  

Hauptmerkmale  

Produktbeschreibung HPE 535T - Netzwerkadapter 2

Gerätetyp Netzwerkadapter

Ports 2

Data Link Protocol 10 GigE

Datenübertragungsrate 10 Gbps

Entwickelt für Apollo 4200 Gen10; Nimble Storage dHCI Large Solution with HPE ProLiant DL380
Gen10, Medium Solution with HPE ProLiant DL360 Gen10, Small Solution with HPE
ProLiant DL360 Gen10; ProLiant DL180 Gen10, DL325 Gen10, DL360 Gen10, DL380
Gen10, DL560 Gen10, ML350 Gen10, XL170r Gen10, XL190r Gen10

Ausführliche Details

Allgemein

Gerätetyp Netzwerkadapter

Netzwerk

Ports 2

Data Link Protocol 10 Gigabit Ethernet

Datenübertragungsrate 10 Gbps

Erweiterung/Konnektivität

Erweiterungssteckplätze 2 (gesamt)/ 2 (frei)

Informationen zur Kompatibilität
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Entwickelt für HPE Apollo 4200 Gen10, 4200 Gen10 336TB Archive Node with 25Gb NIC for
Qumulo, 4200 Gen10 for HPE Ezmeral Container Platform, pc40, sx40 ¦ HPE Nimble
Storage dHCI Large Solution with HPE ProLiant DL380 Gen10, Medium Solution with
HPE ProLiant DL360 Gen10, Small Solution with HPE ProLiant DL360 Gen10 ¦ HPE
ProLiant DL180 Gen10, DL180 Gen10 Entry, DL180 Gen10 SMB, DL20 Gen10, DL20
Gen10 Entry, DL20 Gen10 Performance, DL20 Gen10 solution, DL325 Gen10 Base,
DL325 Gen10 Solution, DL360 Gen10 All Flash Server for Weka, DL360 Gen10
Compute Server for Cohesity DataPlatform, DL360 Gen10 Entry, DL360 Gen10 Low,
DL360 Gen10 Network Choice, DL360 Gen10 Performance for Cohesity DataPlatform,
DL360 Gen10 SMB, DL360 Gen10 SMB Network Choice, DL360 Gen10 Solution,
DL380 Gen10 All Flash Server for Datera, DL380 Gen10 Entry SMB, DL380 Gen10 for
Cohesity DataPlatform, DL380 Gen10 for SAP HANA Compute Block, DL380 Gen10
High Performance, DL380 Gen10 Hybrid Server for Datera, DL380 Gen10 Network
Choice, DL380 Gen10 Network Choice for CTERA, DL380 Gen10 NVMe All Flash
Server for Datera, DL380 Gen10 Server for CTERA, DL380 Gen10 SMB, DL380 Gen10
SMB Networking Choice, DL380 Gen10 Solution, DL388 Gen10 Network Choice,
DL560 Gen10 Base, DL560 Gen10 for SAP HANA Compute Block, DL580 Gen10,
DL580 Gen10 Base, DL580 Gen10 Entry, DL580 Gen10 Performance, ML110 Gen10,
ML110 Gen10 Entry, ML110 Gen10 Performance, ML110 Gen10 Solution, ML30
Gen10, ML30 Gen10 Entry, ML30 Gen10 Performance, ML30 Gen10 Solution, ML350
Gen10, ML350 Gen10 Base, ML350 Gen10 Entry, ML350 Gen10 High Performance,
ML350 Gen10 Performance, ML350 Gen10 SMB, ML350 Gen10 Solution, ML350
Gen10 Sub-Entry, XL170r Gen10, XL170r Gen10 24TB Server for Cohesity
DataPlatform, XL170r Gen10 36TB Add-on Server for Cohesity DataPlatform, XL190r
Gen10, XL190r Gen10 for HPE Ezmeral Container Platform, XL230k Gen10 Compute
Tray, XL450 Gen10 ¦ HPE StoreEasy 1660 Expanded Storage

Technische Daten © 1WorldSync. Technische Änderungen und Irrtümer vorbehalten.
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